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PRODUCT CODE DIMENSIONS WEIGHT

NSSOLARSENTRY400 (L)115x(W)103x(D)42mm 180g

LUMENS

400

3.7V 2200mAh
Li-ion Battery

IP65
Waterproof

Rating

Up to 
50 hours

6-8 hours
Charging

Time

8 Metre
Motion 

Detection

120O

Beam Angle

PRODUCT CODE DIMENSIONS WEIGHT
NSSOLARSENTRY1000 (L)170x(W)115x(D)105mm 513g

1000

IP44 
Weather 

proof

7.4V 
1800mAh

Li-ion Battery

12 Metre
Motion 

Detection

8-10 hours
Charging

Time

Solar Sentry 1000
Solar Powered Security Light

Perfect for around the home, giving lighting
to driveways  and adding security.

Solar Sentry 400
Solar Sensor Wall Light  - No Wiring Required

Key features:
• Powerful 400 lumens
• Easy installation - No wires
• Day & night auto sensors
• Efficient solar panel - Fully Recharges in 6-8 hours
• 8 Metre sensor detection - 
     Lights up for 30 seconds when activated
• Robust housing
• IP65 Waterproof rating
• No running costs - 100% Energy savings 

Day and Night
Auto Sensor

Motion Sensor Detector
Up to 8 Metres

Lights up for 30 
Seconds when 

activated

Day and Night
Auto Sensor

Takes minutes to install
Perfect for around the home, giving lighting
to driveways  and adding security.

Key features:
• Powerful 1000 lumens
• Easy installation - No wires
• Day & night auto sensors
• Efficient solar panel - Fully recharges in 8-10 hours
• 12 Metre sensor detection - 
 Adjustable 3 seconds to 7 minutes
• Robust aluminium housing 
• IP44 Waterproof rating
• No running costs - 100% Energy savings
• 2.5 Metre cable

Motion Sensor 
Detector

Up to 12 Metres
Lights up for  
3 seconds to

7 minutes when 
activated

LUMENS

180O

Beam 
Angle

Motion Sensor Controls:

Lighting Time: 
3 Sec. - 7 Minutes

Sens: Sense Distance 
0 - 12 Metre

Sensor Environment: 
Night - Day Light

Counter top display 


